GROUNDING EQUIPMENT CATALOG

TerraDyne® Deep Series Models

Part Number |
TG-100S-4/019-36-25D-P

Description

TerraDyne®, Copper, 2” Type K, 100, Vertical, 4/019 w/36” Pigtail,

Approximate Weight
1537 Ib.

74 bags TerraFill® DS “Deep Series”, Poly Test Well w/Cover

25 bags TerraFill® DS “Deep Series”, Poly Test Well w/Cover (470.38 kg)
TG-200S-4/019-36-50D-P TerraDyne®, Copper, 2” Type K, 200’, Vertical, 4/019 w/36” Pigtail, 3070 Ib.

50 bags TerraFill® DS “Deep Series”, Poly Test Well w/Cover (938.94 kg)
TG-300S-4/019-36-74D-P TerraDyne®, Copper, 2” Type K, 300’, Vertical, 4/019 w/36” Pigtail, 5002 Ib.

(1407.04 kg)

Full View

Lower Section View
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Inspection Well Cover
Inspection Test Well
Ventilation Ports (4 Holes)
Copper Conductor
TerraWeld® Exothermic Weld
20' Upper Electrode Section
Copper Coupler

6" Augured Hole
TerraDyne® Vertical
Electrode Shaft

Type "K" Copper Tube
TerraFill® Deep Series
Grounding Backfill (TF-50DS)
20' Body Electrode Sections

Quantities vary with Electrode size.
20' Lower Electrode Section
Leach Ports

Ventilation Port

Electrolytic Solution
Electrolytic "Routes"
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The TerraDyne® Deep Series Electrolytic Grounding System is a cost effective alternative to water well grounds
and other expensive grounding systems used where real estate is limited. TerraFill® “Deep Series” (TF-50DS) is
used to backfill around the TerraDyne® Deep Series electrodes during installation. TF-50DS is a natural volcanic
clay that has been engineered to maintain electrical and ionic conductivity, which enhances the performance of
the grounding system. 14 gal (53 L) of water is mixed with each 50 Ib. (22.7 kg) bag and then pumped or poured
around the electrode during installation.

TerraDyne® Deep Series Benefits:

NOTE

e Designed Specifically for Deep Grounding

Applications

e Enhanced and Stable Grounding Performance

e All TerraDyne® models are available in a modular
construction for easy transportation.
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