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Ground Rods & Accessories

Copper Clad Steel Ground Rods - 250 micron Cu
Made with Hot Rod (HR) steel core and a copper clad exterior to provide increased 
conductivity and corrosion resistance. Standard and sectional (threaded) 

Part Number Description Weight
5000 Ground Rod, Copper Clad Steel, 5/8” x 8 Foot 7.00 lb. (3.16 kg)
5001 Ground Rod, Copper Clad Steel, 5/8” x 10 Foot 9.50 lb. (4.31 kg)
5021 Ground Rod, Copper Clad Steel, 3/4” x 10 Foot 12.00 lb. (5.44 kg)

*  Add ‘S’ to part numbers for threaded option.

Ground Rod Coupling - Threaded
Used for connecting sectional ground rods.

Part Number Description Weight
5231 Coupling, Copper, 5/8, Threaded, for Ground Rod 4.0 oz. (113.4 g)
5241 Coupling, Copper, 3/4, Threaded, for Ground Rod 5.4 oz. (153.1 g)

Ground Rod Coupling - Threadless
Part Number Description Weight

5232 Coupling, Copper, 5/8, Compression, for Ground Rod 4.0 oz. (113.4 g)
5242 Coupling, Copper, 3/4, Compression, for Ground Rod 5.4 oz. (153.1 g)


